


Features

- Aerodynamic cons�š�Œ�µ���Ÿ�}�v and patented aerofoil design
and inlet radius 

-   �í���í�����v���Œ�P�Ç�����8���]���v�š���u�}�š�}�Œ

-   Compact design and dirt-repellent material

-   Constructed with high-grade, coated and  
     corrosion resistant parts

-   Motors developed and produced in Europe

-   Op�Ÿ�u���o motor-impeller �����•�]�P�v���(�}�Œ���u���Æ�]�u�µ�u�����8���]���v���Ç

- 

-
 

���}�•�š�����8���]���v�š

-
 

Low maintenance

- �>�}�v�P���Œ���o���•�Ÿ�v�P���š�Z���v���u�}�•�š�����}�u�‰���Ÿ�Ÿ�}�v�•

- Designed to be used in extreme and aggressive
environments

Durable, reliable motor

- Motors developed and produced in Europe

- Suitable to be used in aggressive environment
Robust cons�š�Œ�µ���Ÿ�}�v

- Strong la�«������cons�š�Œ�µ���Ÿ�}�v��
- Lightweight cons�š�Œ�µ���Ÿ�}�v�����v�����o���•���u�]�v�]�u���o

���]�Œ�Gow disrup�Ÿ�}�v
�r�����Z�����µ���������À�]���Œ���Ÿ�}�v

Specially shaped plas�Ÿ�� radius

- R�����µ���Ÿ�}�v of the air resistance
- Flexible suspension (for capturing temperature
  changes)
- Resistant against UV-radia�Ÿ�}�v��

Unique aerodynamic blades

- Three-dimensional aerofoil design
- Special air guidance strips for higher e�8���]���v���Ç
- Durable polypropylene with �.����rglass blades

���‰�‰�o�]�����Ÿ�}�v �&���v�������•���Œ�]�‰�Ÿ�}�v Range

BX 140

BX 130

BX 92

Galvanized Cone Fans

Corrosion resistant materials

- Aggressive climate resistant
- Special coa�Ÿ�v�P���(�}�Œ��excellent corrosion resistance

Abrasion resistant aluminum blade-pulley

- Reliable
- Op�Ÿ�u���o bearings in the center of gravity
- Reduced load wear

Galvanized Box Fans in 5 blades
Maintenance free V-belt and belt tensioner*

- E�+�����Ÿve drive mechanism of the impeller
-  Extended life�Ÿ�u�� of the drive mechanism

- Op�Ÿ�u���o motor-impeller combina�Ÿ�}�v
- Captures torque at startup

Simple to mount nylon hub

- Flexible assembly�U���Á�Z�]���Z���(�µ�o�o�.�o�o�•���•�‰�����]�.����
customer needs in terms of pressure and air 

Shu�©ers with low air resistance

- �&�µ�v���Ÿ�}�v�• op�Ÿ�u���o�o�Ç under extreme c�}�v���]�Ÿ�}�v�•��
- Interconnected louvers for uniform opening

- Magne�Ÿ�� cons�š�Œ�µ���Ÿ�}�v�U keeps the shu�©er ���o�}�•�������Ÿ�P�Z�š
- Hinges �.�©ed with special slide bearings

- Equipped with damping strip to keep 
sound pressure at minimal levels.

* V-belt tensioner is only applied for the Galvanised box fan 140

Drainage holes

- Easy maintenance

�K�µ�Œ���^�š�}�Œ�u���^���Œ�]���•�����}�Æ���&���v���}�+���Œ�•�����8���]���v�š���À���v�Ÿ�o���Ÿ�}�v���(�}�Œ���Á���Œ���Z�}�µ�•���•�U���(�����š�}�Œ�]���•�U���(���Œ�u�Z�}�µ�•���•�����š���X��

�d�Z�����‰�Œ�}���µ���š�•�����Œ�������Z���Œ�����š���Œ�]�Ì���������Ç���š�Z���]�Œ���À���Œ�]�}�µ�•�����]�u���v�•�]�}�v�•�����v�������]�Œ���G�}�Á�������‰�����]�o�]�Ÿ���•�U�����o�o�}�Á�]�v�P�������Á�]������
�Œ���v�P�����}�(���•�}�o�µ�Ÿ�}�v���(�}�Œ���������Z���À���v�Ÿ�o���Ÿ�}�v�������u���v���X

���8���]���v���Ç���}�(�����]�Œ �Gow measured in windtunnel 
and external test f�����]�o�]�Ÿ���•���]�v���h�^����


